GRUPOS ELETROGENEOS

[=]EFAFLU

Bombas e Ventiladores

GENERATING SETS

Grupos Eletrogéneos Industriais Insonorizados

Silent Industrial Generating Sets

A gama de grupos eletrogéneos industriais oferece uma
larga opcao de diferentes marcas de motores diesel, na
versao insonorizada desde os 9kva e os 700kva.

A gama insonorizada com design robusto com baixo
nivel de ruido, estd apto para servico continuo ou de
emergéncia, em aplicagdes domésticas, comerciais ou
industriais. A candpia modular representa a melhor
tecnologia em design como uma solugcdo compacta
e acessivel. A solucdo modular é também bastante
importante na variedade de customizacdo que é
possivel realizar nesta gama.

Possuem uma larga escolha de acessérios opcionais
para uma completa customizacao.

The range of industrial generating sets offers a wide choice
of different brands of diesel engines, in the soundproof
version from 9kva to 700kva.

The soundproofed range with robust low noise design is
suitable for continuous or emergency service in domestic,
commercial or industrial applications. Modular canopies
thart represent high technology in terms of compact
and acessible design, the modularity allows high
customization through most diverse solutions.

They have a wide choice of optional accessories for
complete customization.

Equipamento Standard
Standard Equipment

Estrutura base modular

Tanque de combustivel com sensor eletrdnico de nivel
Sinoblocos - motor e alternador

Filtro decanter de combustivel

Protecdo do tubo de escape interno

Cone de alargamento da linha de escape

Pintura epoxy electroestatica

Interruptor de corte da bateria

Tina de retencdo de combustivel

Porta com fecho (Chave)

Ganchos de elevagao (Depende do modelo)

Juntas do tipo automédvel com alma de ago (ndo adesivas)
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Modular baseframe

Fuel tank with electronic level sensor
Anti-vibration mounting

Fuel decanter filter

Highly-insulating pad on the internal exhaust pipe
Exhaust line expander

Thermosetting powder coated paint

Battery cut-off switch

Diesel leak retention basin

Key-lock

Lifting hooks (depends on the model)
Automobile-type gaskets with steel core (not adhesive)

Aplicacoes
Applications

/
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HABITAGOES
RESIDENTIAL

DATACENTERS
DATACENTERS

-
HOSPITAIS INDUSTRIA
HOSPITALS INDUSTRY
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GRUPOS ELETROGENEOS INDUSTRIAIS INSONORIZADOS
SILENT INDUSTRIAL GENERATING SETS

€3 Perkins

400V 3PH MOTOR CAPACIDADE

Modelo ENGINE FUEL TANK \
MOdel MODELO COMBUSTIVEL | CILINDRO CILINDRADA L w H
MODEL FUEL CYLINDER | DISPLACEMENT (cm?) LITEI cm cm cm
GEN10-PS 10 9 403A-11G1 1500 Diesel 8 1131 2 70 190 80 123 500 66
GEN13-PS 15 13 403A-15G1 1500 Diesel 3 1496 3 70 190 80 123 550 66
GEN15-PS 17 S 403A-15G2 1500 Diesel 3 1496 8 70 190 80 123 600 66
GEN20-PS* 22 20 404A-22G1 1500 Diesel 4 2216 4 70 190 80 123 704 66
GEN30-PS* 33 30 1103A-33G 1500 Diesel 8 3300 5 160 226 104 182 1170 66
GEN40-PS 45 40 1103A-33TG1 1500 Diesel 3 3300 8 160 226 104 182 1240 66
GEN60-PS* 66 60 1103A-33TG2 1500 Diesel 8 3300 10 160 226 104 182 1300 67
GEN80-PS* 88 80 1104A-44TG2 1500 Diesel 4 4400 14 160 226 104 182 1480 66
GEN100-PS* 110 100 1104C-44TAG2 1500 Diesel 4 4400 17 160 256 104 182 1620 68
GEN130-PS* 150 135 1106A-70TG1 1500 Diesel 6 7010 23 360 306 114 223 2080 69
GEN150-PS* 165 150 1106A-70TAG2 1500 Diesel 6 7010 25 360 306 114 223 2320 69
GEN180-PS* 194 180 1106A-70TAG3 1500 Diesel 6 7010 32 360 306 114 223 2380 72
GEN200-PS 220 200 1106A-70TAG4 1500 Diesel 6 7010 35 360 306 23] 223 2450 2
GEN225-PS 250 230 1506A-E88TAG2 1500 Diesel 6 8800 35 350 360 114 200 2250 68
GEN250-PS 7S] 250 1506A-E88TAG3 1500 Diesel 6 8800 44 360 323 130 225 2860 7
GEN300-PS 330 300 1506A-E88TAGS 1500 Diesel 6 8800 50 400 400 130 240 3670 72
GEN350-PS 385 350 2206A-E13TAG2 1500 Diesel 6 12500 56 400 400 130 257 4350 72
GEN400-PS 440 400 2206A-E13TAG3 1500 Diesel 6 12500 62 400 400 184 257 4540 73
GEN450-PS 500 455 2506C-E15TAG1 1500 Diesel 6 15000 69 950 450 184 254 5710 72
GEN500-PS* 550 500 2506C-E15TAG2 1500 Diesel 6 15000 78 950 450 184 254 5750 73
GEN600-PS 660 600 2806A-E18TAGIA = 1500 Diesel 6 18130 86 950 450 184 254 6100 74
GEN650-PS 720 670 2806A-E18TAG2 1500 Diesel 6 18130 86 950 450 184 254 6260 74

g FPT

POWERTRAIN TECHNOLOGIES

0V 3PH MOTOR CAPACIDADE

Bi ENGINE FUEL T/

LTP PRP MODEL( gpy | COMBUSTIVEL | CILINDRO CILINDRAD, LITROS

KVA KVA MODEL FUEL CYLINDER | DISPLACEMENT (c
GEN30-1S* 33 30 S8000AM1A 1500 Diesel 3 2900 5} 100 221 96 126 1076 69
GEN40-I1S 44 40 F32SM1A 1500 Diesel 4 3200 8 100 221 96 126 991 66
GENG60-1S* 66 60 NEF45SM1A 1500 Diesel 4 4500 10 150 225 106 170 1238 66
GENB80-IS* 91 83 NEF455M3 1500 Diesel 4 4500 15 160 243 104 | 182 1410 66
GEN100-I1S* 110 100 NEF45TM2A 1500 Diesel 4 4500 15 160 256 104 181 1600 66
GEN120-1S* 130 120 NEF45TM3 1500 Diesel 6 4500 21 360 306 114 | 223 1890 67
GEN160-1S* 176 160 NEF67TM4 1500 Diesel 6 6700 27 360 306 114 223 2050 70
GEN170-IS* 190 172 NEF67TM4 1500 Diesel 6 6700 27 350 360 123 | 200 2100 70
GEN200-IS* 220 200 NEF67TM7 1500 Diesel 6 6700 35 360 306 114 223 2250 70
GEN250-IS* 275 250 NEF67TESW 1500 Diesel 6 6700 35 350 360 123 | 200 2255 70
GEN300-IS* 330 300 CURSOR87TE4 1500 Diesel 6 8700 58 400 400 130 | 240 3820 70
GEN350-IS* 385 350 CURSORI13TE2 1500 Diesel 6 12900 56 400 400 130 | 240 4220 72
GEN400-I1S* 440 400 CURSORI13TE3 1500 Diesel 6 12900 63 400 400 130 240 4350 72
GEN430-IS 481 431 CURSORI13TE6 1500 Diesel 6 12900 69 620 450 167 | 225 4730 72
GEN500-1S 541 500 CURSORI13TE7 1500 Diesel 6 12900 78 950 450 184 | 254 5100 73
GEN600-IS 661 600 CURSORI6TE1 1500 Diesel 6 15900 89 950 450 184 | 254 -

" Poténcia também disponivel com motor certificado para nivel de emissdes para aplicagdes mdveis na Europa

*Power also available with engine certified for emission levels for mobile applications in Europe

"I Consumo combustivel médio com 75% de carga/ ' Average fuel consumption at 75% load

“2Valor de ensaio, nivel sonoro em conformidade com 2000/14/CE/ ** Test value, sound level in accordance with 2000/14 / EC
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GRUPOS ELETROGENEOS INDUSTRIAIS INSONORIZADOS
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VOLVO

MOTOR CAPACIDADE

Modelo : ENGINE FUEL TANK €
A S SN
MODEL FUEL CYLINDER | DISPLACEMENT (cr LITERS cm
GENS5-VS* TAD530GE 1500 Diesel 4760 15 1448 66
GEN100-VS* 109 100 TAD531GE 1500 Diesel 4 4760 17 270 295 | 106 | 190 | 1685 69
GEN130-VS* 142 130 TAD532GE 1500 Diesel 4 4760 21 270 295 | 106 | 190 | 1820 69
GEN150-VS* 167 152 TAD731GE 1500 Diesel 6 7150 27 350 360 | 123 | 200 | 2000 69
GEN180-VS* 200 182 TAD732GE 1500 Diesel 6 7150 32 350 360 | 123 | 200 | 2100 68
GEN200-VS* 220 | 200 TAD733GE 1500 Diesel 6 7150 35 350 360 | 123 | 200 | 2225 68
GEN250-VSS* 275 | 250 TAD734GE 1500 Diesel 6 7150 44 360 323 | 114 | 223 | 2550 7
GEN300-VS* 330 | 300 TAD1341GE 1500 Diesel 6 12780 50 400 400 | 130 | 242 | 4070 70
GEN350-VS* 385 | 350 TAD1342GE 1500 Diesel 6 12780 56 400 400 | 130 | 242 | 4300 70
GEN400-VS* 440 | 400 TAD1344GE 1500 Diesel 6 12780 63 400 400 | 130 | 242 | 4500 70
GEN450-VS* 501 451 TAD1345GE 1500 Diesel 6 12780 69 400 400 | 130 | 242 | 4600 70
GEN500-VS* 550 | 500 TAD1641GE 1500 Diesel 6 16120 78 950 450 | 184 | 254 | 5200 73
GEN590-VS 651 591 TAD1642GE 1500 Diesel 6 16120 89 950 450 | 184 | 254 | 5500 74
GEN630-VS 700 630 TWD1643GE 1500 Diesel 6 16120 95 950 450 | 184 | 254 | 6450 74
GEN650-VS 77 651 TWD1644GE 1500 Diesel 6 16120 100 950 470 | 184 | 254 | 6450 75
GEN700-VS 770 | 700 TWD1645GE 1500 Diesel 6 16120 109 950 470 | 184 | 254 | 6740 75
JOHN DEERE

400V 3PH MOTOR CAPACIDADE PESO |
FUEL TANK WEIGHT P

ENGINE

MODELO COMB! CILINDRO CILINDRADA LITROS

MODEL FUEL CYLINDER | DISPLACEMENT (cr cm U7m
GEN30-JS* 3029DFU29 1500 Diesel 2900 5 1076 69
GEN40-JS 44 40 3029TFU29 1500 Diesel 3 2900 8 100 221 96 126 1247 66
GEN60-JS* 66 60 4045TF158 1500 Diesel 4 4500 12 150 225 106 170 1406 66
GEN85-JS* 93 84 4045TF258 1500 Diesel 4 4500 17 150 225 106 170 1448 66
GEN100-JS* 110 100 4045HF158 1500 Diesel 4 4500 17 270 295 106 190 1685 69
GEN120-JS* 135 121 6068TF258 1500 Diesel 6 6800 21 270 295 106 190 1719 69
GEN150-JS* 170 154 6068HF158 1500 Diesel 6 6800 27 270 295 106 190 1850 69
GEN180-JS 200 182 6068HF258 1500 Diesel 6 6800 31 350 360 123 200 2200 68
GEN200-JS* 220 200 6068HFU74 1500 Diesel 6 6800 32 350 360 123 200 2225 68
GEN250-JS* 275 250 6068HFU55 1500 Diesel 6 6800 39 350 360 123 200 2255 68
GEN300-JS* 330 300 6090HFU84 1500 Diesel 6 9000 52 620 450 167 225 4000 67

400V 3PH MOTOR CAPACIDADE
ENGINE FUEL TANK

MODEI COMBUSTIVE! CILINDRO CILI DA h LITROS

MODEL FUEL CYLINDER | DISPLACEMENT (cr Y LIT cm
GEN30-CS X3.3G1 1500 Diesel 3300 6 100 221 96 126 1076 69
GEN40-CS 44 40 $3.8G4 1500 Diesel 4 3800 8 100 221 96 126 1247 66
GEN60-CS 66 60 $3.8G7 1500 Diesel 4 3800 11 150 225 | 106 170 1390 66
GEN80-CS* 94 85 6BTA5.9G5 1500 Diesel 6 5900 18 270 295 | 106 190 1500 66
GEN100-CS* 110 100 6BTA5.9G5 1500 Diesel 6 5900 18 270 295 | 106 190 1685 69
GEN130-CS 150 136 6BTAA5.9G6 1500 Diesel 6 5900 27 350 360 | 126 200 1900 69
GEN150-CS* 170 155 6BTAA5.9G7 1500 Diesel 6 5900 29 350 360 | 123 200 2000 69

" Poténcia também disponivel com motor certificado para nivel de emissdes para aplicagdes mdveis na Europa
* Power also available with engine certified for emission levels for mobile applications in Europe
I Consumo combustivel médio com 75% de carga/ *' Average fuel consumption at 75% load
"2Valor de ensaio, nivel sonoro em conformidade com 2000/14/CE/ ** Test value, sound level in accordance with 2000/14 / EC
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400V 3PH CAPACIDADE

S M o i e
MODEL FUEL CYLINDER DISPLACEMENT (cm
GEN200-CS* QSB7G5 1500 Diesel 6690 2225 68
GEN250-CS* 275 250 QSL9G3 1500 Diesel 6 8800 50 350 360 123 200 2255 68
GEN300-CS* 330 300 QSL9GS 1500 Diesel 6 8800 44 350 360 123 200 4000 68
GEN315-CS* 350 317 6LTAA9.5G1 1500 Diesel 6 9500 50 500 396 167 225 3800 68
GEN350-CS 385 350 NTA855G4 1500 Diesel 6 14000 56 620 450 167 225 4800 68
GEN450-CS 500 455 QSX15G6 1500 Diesel 6 15000 78 620 450 167 225 5000 68
GEN500-CS 550 500 QSX15G8 1500 Diesel 6 15000 78 620 450 167 225 5200 68
GEN630-CS 700 636 VTA28G5 1500 Diesel 12 28000 100 400 570 220 300 9300 68
GEN800-CS 891 810 QSK23G3 1500 Diesel 6 23100 133 400 567 220 313 9520 75
DEUT%

400V 3PH

MODELO COMBUSTIVEL | CILINDRO CILINDR/
MODEL FUEL CYLINDER DISPLACEMENT (ci

MOTOR

ENGINE

CAPACIDADE

FUEL

LITROS
LIT|

GEN20-DS* F3M2011 1500 Diesel 2330 200 91 160 960 62
GEN30-DS* 33 30 F4M2011 1500 Diesel 4 3108 5 120 200 91 160 1000 62
GEN40-DS 44 40 BF4M2011 1500 Diesel 4 3108 7 120 200 91 160 1160 62
GEN60-DS 65 60 BF4M2011C 1500 Diesel 4 3108 10 160 226 104 179 1260 63
GEN76-DS 81 76 BF4M2012C 1500 Diesel 4 4040 10 270 295 106 190 1500 66
GEN100-DS 110 100 BF4M1013EC 1500 Diesel 4 4764 17 160 256 104 181 1540 70
GEN130-DS 137 130 BF4M1013FC 1500 Diesel 4 4764 21 360 306 114 223 1920 70
GEN150-DS 172 160 BF6M1013EC 1500 Diesel 6 7150 25 360 306 114 223 2150 70
GEN180D0S 200 180 BF6M1013FCG2 1500 Diesel 6 7150 32 360 323 114 223 2430 70
GEN200-DS 220 200 BF6M1013FCG3 1500 Diesel 6 7150 35 360 323 114 223 2460 70
GEN250-DS 275 250 TCD2013L064V 1500 Diesel 6 7146 44 360 323 114 223 2730 73
GEN300-DS 330 300 BF6M1015CG2 1500 Diesel 6 11900 50 500 396 167 225 4000 70
GEN350-DS 385 350 BF6M1015CG3 1500 Diesel 6 11900 56 500 396 167 225 4300 70
GEN450-DS 480 450 BF8M1015CG2 1500 Diesel 8 15900 69 620 450 167 225 4730 70
GEN500-DS 550 500 BF8M1015CP 1500 Diesel 8 15900 89 620 450 167 225 5000 70
KOHLER. ==vaAnmMAR

400V 3PH

MOTOR
ENGINE

CAPACIDADE
FUEL TANK

MODELO COMBUSTIVEL | CILINDRO CILINDRADA Uh LITROS

MODEL FUEL CYLINDER DISPLACEMENT (cm?) Y LITE cm cm @mm 2
GEN15-KS KDW1603 1500 Diesel 1649
GEN21-KS* 21 19 KDI1903M 1500 Diesel 3 1861 4 70 190 80 123 695 66
GEN26-KS* 28 25 KDI2504M 1500 Diesel 4 2482 5 70 190 80 123 751 66
GEN30-KS* 33 30 KDI2504TM 1500 Diesel 4 2480 6 100 221 96 126 1076 72
GEN40-KS* 44 40 KDI2504TM 1500 Diesel 4 2480 8 100 221 96 126 1247 2
GEN60-KS* 66 60 KDI3404TM 1500 Diesel 4 3359 12 150 225 106 | 170 1390 72
GEN15-YS 15 13 3TNV88-GMG 1500 Diesel 3 1640 3 70 190 80 123 600 66
GEN20-YS* 20 18 4TNV88-GMG 1500 Diesel 4 3319 4 70 190 80 123 650 66
GEN30-YS* 33 30 4TNV98-GECS 1500 Diesel 4 3319 6 100 221 96 126 880 69
GEN40-YS* 46 42 4TNV98T-GECS 1500 Diesel 4 3319 8 100 221 96 126 930 69

* Poténcia também disponivel com motor certificado para nivel de emissdes para aplicagdes méveis na Europa

* Power also available with engine certified for emission levels for mobile applications in Europe

"1 Consumo combustivel médio com 75% de carga/ ** Average fuel consumption at 75%
“2Valor de ensaio, nivel sonoro em conformidade com 2000/14/CE/ ** Test value, sound level in accordance with 2000/14 / EC
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